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XOPOKTNPIOTIKX TTPOIOVTOQ

® UAIKO: €10IKr) oUvBean okAnpupévn pe Beppikr emeEepyaaia
® gfolokAnpou okAnpupevn pe Beppikn emeEepyaoia

®  KOTITHPEG NAEKTPOAUTIK OKANPUUEVOI

®  yUGAIOPEVN KEPOAN

®  QIVIDIOPX ETIPAVEING: ETTIXPWHIWHEVN

® YelPOAOBES BOPEWS TUTTOU BUO CUCTOTIKWV

® KOTOOKEUXOPEVO CUPQ Ve pe Ta TpoTutia EN IEC 60900




M L B

610425 180 24

AuvarotnTa kotg(10N=1Kg)

610425 180 1,8

45 11 241

2,5

* O1 eIKOVEG TWV TTPOIOVTWV gival oUPBOAIKEG. OAeg 01 DIXOTAOEIG Eival o€ mm,To BAPOG eival O€
ypoppapic. OAeg o1 avapepOPEVES DIXOTROEIG UTTOPET VO DIPEPOUV OE OVOXES.

Xpnon (eikoveg)

> UUBOUAEC BOPOAEICG
4

e O1 mévoeg mpétel va Aad wvovTal ToKTIKE. Mix

oToyova Aadiou otV &pBpwan Ba emipnkuvel TN
dipkeln Lwng Tou epyaheiou kan Ba eExapahioel

€UKOAN Aerroupyio.

e OTav KOPBETE GUPUX PE TTEVOX, TTPETTEI TIOVTX
VO POPATE YUOAIGK I UOOKO.

> UXVEC EPWTNCEIC

e Mnv XpnOIYOTIOIEITE TTEVOES YIX TNV KOTIN
OKANPUPEVOU OUPHOTOG, EKTOG EQV
KOTXOKEUKLOVTOI EI0IKX VI GUTO TO OKOTTO.

e Mnv gkBeTeTe TNV MMEVOX G€ UTTEPPOAIKN
BeppoTNTA. AUTO PTIOPEI VO KATOOTPEYEI TO
gPYOAEio.

e Mn xpnaoiporioleiTe T TTEVOOEIDN WS OPUPI.

e Mnv xTumame pe opupi oTIG AaBEQ. Mmopei v
POYiIOOUV I VX GTIXGOUV.

@ Mnv emTeKTeiveTe TO PNKOG TWV AXBWV TNG TTEVOOG
yio Vo eEXoPaAioeTe peyoAUTEPN pOXAEUGN.

e Mnv xpnoiyoroleiTe TTEVOES O€ TTOEIPODIX 1
pTTouAovia. 'Eva KAEIDi Bax kavel KaAUTEPN OOUAEIX
KOl JE PIKPOTEPO KivOUVO {NUIGG 0TO TTOEIUGDI.

Are certified insulated tools made through a different procedure than non-certified insulated

tools?

The tools are made according to the same procedure.



Are insulated (VDE) tools considered as personal protective equipment (PPE)?
According to EU regulations, VDE tools are not considered as PPE.

Is it possible to work with insulated pliers under electrical voltage?
Yes, but only by professionals who follow safety requirements and use additional personal protective
equipment.

Are the VDE tools only being sampled in series production?
The high voltage test (at 10kV) is performed fully on each tool. Other tests are performed in
accordance with the EN60900 standard.



