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Profilok
Premiam ® ©

Termékjellemzbk

® anyaga: Premium Plus szénacél
o feluletkezelés: foszfatozott, ISO 9717 szabvany szerint

® megerdsitett, kétkomponensd markolat
El&nyok:

® a specialisan kifejlesztett pofak biztosan tartjak a vezetéket a csupaszitas soran
Hasznalat:

e aforgathaté gombbal a szerszam pontosan beallithaté a vékonyabb AWG 30 (0,05 mm?) és a
vastagabb AWG 8 (8 mm?) vezetékekhez

e szigeteletlen AWG 22 - 10 (1,5 - 6,0 mm?) kabelsaruk préselésehez
e szigetelt AWG 22 - 10 (1,5 - 6,0 mm?) kabelsaruk préseléséhez
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* A termékkepek illusztraciok. Minden feltlintetett méret milliméterben, a témegek grammban. Az
Osszes feltlintetett méret eltérhet a tolerancianak megfeleléen.

Hasznalat (pictures)

Frequently asked questions

Why is it necessary to use crimping pliers for cable connections? Why not simply use

combination pliers?
When working with cable connections, you must use crimping pliers because this is the only way to
press the connections together correctly and accurately. This is a requirement for the safety of the

joints and provided for by the grooves/shapes on the pliers.



