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Profiles
Premium ® Q

Product features

® MaTepwujan: cneuujaneH nnyc jarnepoaeH Yenuk
® 3aBpluHa nospwuHa: ocdarHa no ctaHaapa 1ISO 9717

®  [IBOKOMMOHEHTHWU POBYCHM U30NMpPaHKU payKu

[MpeaHocTu:

e CneuwujanHo ansajHMpaHu YenycTu 3a CTUCOK Kov ja Apxat 6e3beaHo xuuaTa BO TEKOT Ha NPOLECOT Ha
BaJer-€e usonauuja

Ynotpeba:

® NOABWXHO KoMnye-ce npunarofysa Ha noTteHka xuuya ao 30 AWG (0.05mm2) unu noaebena xuuya ao 8
AWG (8mm2)

® crtera Heusonupaxu koHexktopu 10-22 AWG (1.5 go 6.0mm2)

® crtera nsonupaHu koHekTopu 10-22 AWG (1.5 no 6.0mm2)
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* CnvkuUTe Ha npoussoaunTe ce cuMOonMyHu. CuTe AMMEH3MK ce BO MM, TeXuHaTa e Bo rpamoBu. Cute
HaBeAeHN AMMEH3UM MOXE [a Ce pasfinKyBaaT BO HMBO Ha TonepaHuuja

Usage (pictures)

Frequently asked questions

Why is it necessary to use crimping pliers for cable connections? Why not simply use

combination pliers?
When working with cable connections, you must use crimping pliers because this is the only way to
press the connections together correctly and accurately. This is a requirement for the safety of the

joints and provided for by the grooves/shapes on the pliers.



