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HAND TOOLS

MoaynapHu KpUMIM KNeLwTr 3a
TenePOHCKMN NPUKITYy4YOLM

427/4DG
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Product features

® \Marepwujan: cneyujaneH nnyc jarnepoaeH Yenuk
® 3aBpluHa nospwuHa: ¢ocdarHa no ctaHaapa 1ISO 9717

® [1BOKOMMOHEHTHH p06yCHVI N30npaHn payvyku

MpeaHocTu:

® npeunseH npouec Ha cterarbe npocneaeH co napasnernieH CTUCOK

Ynotpeba:

® 3acrTerame 6- 1 8-nuHa n Tn RJ 11/12 (9.65 mm wwupwuHa) n Tun RJ 45 (11.68 mm wimpuHa)
® npodecnoHaneH anar 3a ceyere v Baaere n3onaumja Ha NIMHUCKK TenedOHCKM Kabnu
® O JoaaTeH Aen 3a BaAese M3onauuja 3a oKpyrnu kabnu

® O CeKau 3a JO/MKMHA M HOX 3a AEMOHTaXA 3a JIMHUCKK Kabnu 6 1 12 mm wrprHa
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* CNUK1TE Ha Npou3BoanTe ce CUMOONUYHU. CUTe AMMEH3UM Ce BO MM, TeXMHaTa e Bo rpamoBu. Cute
HaBeAeHV AMMEH3UM MOXe Aia Ce pasfiMKyBaaT BO HMBO Ha TonepaHuuja

Usage (pictures)

Frequently asked questions

Why is it necessary to use crimping pliers for cable connections? Why not simply use
combination pliers?

When working with cable connections, you must use crimping pliers because this is the only way to
press the connections together correctly and accurately. This is a requirement for the safety of the
joints and provided for by the grooves/shapes on the pliers.



