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HAND TOOLS

Eurostyle szerszamkocsi

940E4/1L

Profilok

~+~ (Premiam® o®

Termékjellemzbk

anyaga: Premium Plus acéllemez
kdzponti kulcsos zarrendszer 6sszecsukhato kulccsal
mellékelt habszivacs kulcstartoval

100 mm atmérdjl olaj- és savalld kerekek, egy fékezhet6, amely blokkolja a kerék forgasat és
elfordulasat

teljesen kihtuzhaté fidkok golydscsapagyazott sinekkel
szintetikus fiokbetét védi a fiokok belsejét és a szerszamokat a sériléstdl

kiegeszitdk széles valasztéka



e koérnyezetbarat porszort festékbevonattal Qualicoat minéségi szabvany szerint
e 7 fiokkal (5x H560 x Sz 365 x M 70 mm, 2x H 560 x Sz 400 x M 150 mm)
e alapméretek fogantyuval és kerekekkel: H 760 x Sz 440 x M 895 mm

e fiokok teljes Urtartalma: 140 liter

e statikus terhelhet6ség kerekek nélkil: 1600 kg

® szerszamkocsi dinamikus terhelhet6sége: 300 kg

o fiokok egyenkeénti terhelhetésége: 45 kg

® Dbal- és jobb oldalon perforalt lemezboritas

® 10x 50 mm hosszusagu fuggeszté kampédval

® szerszamkocsi tetején ABS munkalap

e fiokok kompatibilisek az 1/3, 2/3, 3/3 méretd SOS tarol6talcakkal

H:

M L

612138 770 448 895 700 768 53000

* A termékkepek illusztraciok. Minden feltlintetett méret milliméterben, a témegek grammban. Az
Osszes feltlintetett méret eltérhet a tolerancianak megfelelGen.

Accessories

Elvalasztdk kisméret(i fibkokba (940E, 940EV)

Elvalasztok, 4 darab (940E)

Papirtartdé (940EV)

Dokumentumtart6 (940E, 940EV)

CE (M

Palacktarté (940E, 940EV)



ﬂ ABS munkalap (940E, 940EV)
L Fa munkalap (940E, 940EV)

WD Csavarhizo-fiiggeszté (940E, 940EV)

B (e SOS tarolstalca (940PLUS, 940EM, 940H, 940E, 940EV)

- Ures SOS tarolétalca (920PLUS, 940E, 940EV)

Potalkatrészek
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@ Zar kulcsokkal

Csapagyazott fibksin, 1 par

28 )
?\ f Kerékkészlet

Safety tips
4

e Lock all your drawers before trying to roll the
tool carriage into a new work area.

e Set the brakes on the locking casters after you
have rolled the cabinet to your work area.

e Treat you tool carriage, tool chests, or tool
boxes with respect.

e Always follow the prescribed max load
capacity of individual drawers and the carriage
as a whole.

e Always put heavier objects in the bottom
drawers

e Always close drawers when not in use.

e Always follow manufacturer manual
instructions regarding assembly and repair of
your tools.

e Don't open two or more drawers at the same
time, there is high chance of it tipping over.

e Don't throw tools into drawer, always put the tools
in.

e Don't use an opened drawer as a working
surface.

e Don't clean a lacquered surface with a solvent
cleaner.

e Don't pull a tool carriage as you won't be able to
see where you are headed. Push it in front of you
SO you can see where you are going.

e Don't stack a tool carriage with too many extra
chests or tool trays; it may tip over at the most
unexpected time.

e Don't roll a tool carriage with loose tools or parts
on top of the carriage.

e Don't roll a tool carriage too quickly; a pot hole in
the floor or some hardware on the floor may cause
an accident.



e Don't overload the drawers; if you haven't got
room for all of your tools, you need a larger tool
carriage.

e Don't open up too many loaded drawers at a
time; close each drawer before opening up
another. Heavily loaded opened drawers are an
invitation to tipping.



