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VDE schroevendraaierset TBI in SOS-
module

Profielen

Product attributen

Set bevat

Tool tray dimension: 374 x 364 x 30 mm●

Compatible with drawers of Eurostyle, Eurovision, Euromotion, Europlus and Hercules (front drawers)

line

●

9x VDETBI electrician´s screwdriver with insulated blade (article 603VDETBI) dim. 0.4x2.5x75,

0.5x3.0x100, 0.6x3.5x100, 0.8x4.0x100, 1.0x4.5x125, 1.0x5.5x125, 1.2x6.5x150, 1.2x8.0x175,

1.6x10.0x200

●

2x phase tester 220 - 250 V (article 630VDE) dim. 0.5x3.0x140, 0.6x3.5x180●

964VDE8A



Gebruik (Afbeeldingen)

Ergonomisch handvat =
bescherming voor uw

hand

 

Groot contactvlak =
meer draaikracht

 

* Afbeeldingen van producten zijn symbolisch. Alle afmetingen zijn in mm en gewicht in gram. Alle
vermelde afmetingen kunnen variëren in tolerantie.

Veiligheidstips

● VDE tools that have several parts, have to be
assembled correctly before use.

● When working with VDE tools avoid contact
with water.

● Don't use tools that shows sign of wear and have
the second layer of plastic visible.

Productnaam SKU Artikel Afmetingen Hoeveelheid

VDE schroevendraaierset TBI in

SOS-module

621800 964VDE8A - 11

VDE elektricien schroevendraaier,

TBI sleuf

603VDETBI 0.4 x 2.5x75, 0.5 x 3.0x100,

0.6 x 3.5x100, 0.8 x 4.0x100,

1.0 x 4.5x125, 1.0 x 5.5x125,

1.2 x 6.5x150, 1.2 x 8.0x175,

1.6 x 10.0x200

9

Spanningzoeker 220 - 250 V 630VDE 0.5 x 3.0x140, 0.6 x 3.5x180 2

SOS-module voor 964VDE8A VL964VDE8A 374x364x30 1


