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Pneumatic sander

프로파일

제품 특징

장점:

free speed 10000 revolution per minutes●

maximum air pressure : 6,2 Bar●

air consumption 212 l/min●

air inlet 1/4"●

Velcro sander pad●

the ergonomic shape of the handle enables good grip and prevents gliding●

suitable for lefthanders as well as for right-handers●

silent and powerful drive●

handy on/off switch●

exhaustion of parts into a bag for a cleaner workplace●

flexible and robust pipe for cleaning dust●
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사용법 (사진)

   

사진 (사진)

용도:

* Images of products are symbolic. All dimensions are in mm, and weight in grams. All listed
dimensions may vary in tolerance.

it does not leave edges on the working platform●

better work conditions due to minimal vibrations●

extreme power based on its weight (1.2 kg)●

vehicle workshops●

preparation of different working platforms for further process●

ideal for grinding construction steel, metals and wood●

The basis of sander is VELCRO™ system which is: quick, simple and safe to mount and unmount

various sander pads. This system is being used for various occasions - the best known example is

training shoes with VELCRO™ fastening.

●

617733 2.5 220 105 150 1600

617713 5 220 105 150 1615



액세서리

 Coupling, male part

 Coupling, male part

 Coupling, female part

 Coupling, female part

 Pneumatic filter regulator and lubricator 3/8"

 Pneumatic filter regulator and lubricator 1/2"

 Spiral pneumatic hose

안전 수칙

●공구가 제대로 작동하려면 작업 중 공구의 압력
이 6.2bar 이상이어야 합니다.

●공기 필터와 흡입 에어 공급 장치를 정기적으로
청소하고 건조시킵니다.

●최대 공구 수명을 위해 항상 올바른 오일 혼합
과 함께 깨끗하고 건조한 공기를 사용하십시오.

●사용하기 전에 조인트를 확인하고 튜브 및 기타
장비가 손상되지 않았는지 확인하십시오.

●사용하지 않는 공구는 항상 에어 공급 장치에서
분리하십시오.



●모든 공구는 보관하기 전에 부드럽게 기름칠을
해야 합니다.

●공압 공구는 항상 물에서 멀리 떨어진 건조한
장소에 보관하십시오.

●항상 정품 스페어 파트를 사용하십시오.

●수리는 Unior d.d.에서 승인한 승인된 직원만 수
행할 수 있습니다.


