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çenesi bulunan stant

Profiles

Product features

1693BS-US



Usage (pictures)

* Ürünlerin resimleri semboliktir. Bütün boyutlar mm ve ağırlık gram cinsindendir.

Sabit plakalı bisiklet tamir standı, servis atölyeleri ve günlük kullanım için tasarlanmıştır.●

Sabit plaka ergonomik olarak tasarlanmıştır. Maksimum yük kapasitesi 30 kg'dir ve bu, ağır bisikletlerin
tamir edilmesini sağlar

●

Min. Ø24 mm ve maks. Ø40 mm çaplı borular için uygundur.●

stant ağırlığı 36 kg'dir●

Değiştirilebilir kauçuk çene kılıfları, ürün 1693.11●
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Adjust bike stand
height? To adjust the

bike stand height,
release the lever (C) and
adjust the top tube (D).

 

Adjust jaw angle and
clamp bike safely? To

adjust the bike stand jaw
angle, release lever (F)
and adjust/rotate (E).

 

Adjust opened jaw (G)
to the seatpost or bike
tube. Turn handle (H)

until jaw firmly grabs the
tube.

 

To adjust the jaw
opening, turn the long
screw (Z) with hand in
needed direction as
shown on picture.

Release bike safely from
stand? To release, firmly

hold bike frame. Flip
handle (I) to quickly

release tube from the
jaw.

 

To mount the stand
without fixed plate to the

floor or ceiling, use
appropriate screw

anchors and screws (P)
according to the

floor/ceiling material, as
shown on picture.
Screws and screw

anchors are not
included.


