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Szigetelt kábelkés

Profilok

Termékjellemzők

Használat:

penge nemesacélból●

kétrétegű, eltérő színű szigetelés a további biztonságért●

felületkezelés: foszfátozott, ISO 9717 szabvány szerint●

élvédővel●

penge min. 55 HRC keménységre edzett●

lekerekített, 60 mm hosszú penge●

ergonomikus nyél, megcsúszásvédelemmel●

a markolaton kialakított támaszték jó erőátvitelt biztosít●

az acélpenge anyaga maximális élességet és tartósságot garantál a kábelek megbontása során●

PVC pengevédő●

PVC kábelszigetelés megbontásához●

385CVDEDP



Használat (pictures)

* A termékképek illusztrációk. Minden feltüntetett méret milliméterben, a tömegek grammban. Az
összes feltüntetett méret eltérhet a toleranciának megfelelően.

Frequently asked questions

Are certified insulated tools made through a different procedure than non-certified insulated
tools?
The tools are made according to the same procedure.

Are insulated (VDE) tools considered as personal protective equipment (PPE)?
According to EU regulations, VDE tools are not considered as PPE.

Are the VDE tools only being sampled in series production?
The high voltage test (at 10kV) is performed fully on each tool. Other tests are performed in
accordance with the EN60900 standard.
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