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HAND TOOLS

Sada ockovych klucov v SOS zasobniku

964/3S0S

Profiles

olc?

Product features

® Rozmer zasobnika na naradie: 188 x 364 x 30 mm

e Kompatibilné so zasuvkami radu Eurostyle, Eurovision, Euromotion, Europlus a Hercules (predné
zasuvky).

Sada obsahuije:

® 8x ockovy kfuc¢ (artikel 180/1) rozm. 6x7, 8x9, 10x11, 12x13, 14x15, 16x17, 18x19, 20x22
SOS zasobniky - vyhody:

® material: polyetylénova pena

e Zasobniky na nédradie SOS su vyrobené z dvojvrstvového penového polyetylénu, ktory je odolny voci
mazivam, benzinu, oleju, nitro riedidlam, lepidlam a motorovym olejom - vSetko mozno lahko odstranit
bez zanechania viditelnej Skvrny. Lepidla a motorovy olej musia byt okamzite odstranené technickym
benzinom, aby sa zabranilo trvalym Skvrnam.

® These tool trays of polyethylene foam are used for clearer and better organised tool storage in tool
boxes, tool cases, the drawers of tool carriages and tool cabinets. These tool trays can be used in a
wide range of temperatures, do not absorb dampness and, with normal use, have a long lifespan. They
protect the tools by holding them in their own specifically designed place, thus preventing them from



moving uncontrollably around in the storage area. As the positions in the tray are precisely defined and
designed for each specific tool, it is also easy to establish which tools are missing.

Preco si vybraf Unior:

e Unior je renomovanéa znacka v tomto odvetvi, oslavovana pre svoju oddanost kvalite a inovaciam. S
dedi¢stvom dokonalosti sti nastroje Unior vytvorené tak, aby spifiali najvyssie Standardy a zaistovali
spolahlivost a vynikajuci vykon.

188 x 364 x 30

Product name Article Dimensions Quantity
Sada oc¢kovych klu¢ov v SOS zasobniku 621055 964/3S0S 6-22 8
- v v 7, . 7 C———90
Vyhnuty kIG¢ oCkovy, obojstranny 180/1 6x7,8x9,10x11,12x 13, 8
14x 15,16 x 17,18 x 19, 20
X 22
SOS zasobnik pre ockové kluce vI964/3S0OS 188x364x30 1

* Obrazky su symbolické. VSetky rozmery s v mm, hmotnost je v g. VSetky udané rozmery sa mézu
|iSif v rdmci tolerancie.



