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HAND TOOLS

[pun knewTa, 3a 6e3beaHa paboTa Ha
BMCOUMHA

429/3-H

@ /u/wﬁ
Q o’ /429/3-250
0,60 kg 226

Profiles
e.ad Premium® Q

Product features

® yenycTu KOBaHMW 04 CrieuunjaneH Yenuk 3a anart, LenocHO nojayaH v Karnex
® payKku HanpaBeHW Of YENUYEH UM

® 3aBpLUHa NOBpLUWHA: HUKITyBaHa

® ¢QocoarteH HaBoj

® CUMETPUYHM YenycTH

[MpeaHocTu:

® He-OTCTPaHNUB MeTasieH NPCTeH
® TexuHaTa e 03HaueHa Ha CeKoja 04 anaTtkuTe
® MPCTEHOT Ha anaToT e JOBOJIHO rofiem Jia ApXu 2 kapabuHepu

® Anatkute Ha YHWOp 3a paboTa Ha BUCUHA Ce AM3ajHMPaHK [a M couyBaaT OCHOBHUTE QYHKLMKU Ha
anaroT, eproHomMmujarta v KOpMCHOCTa Ha anartoT



626163 250 12 35 587

* CNuK1TE Ha npoussoaunTe ce cMMOoIMYHU. CUTe AMMEH3UM Ce BO MM, TeXUHaTa e Bo rpamMoBu. Cute
HaBedeHU AMMEH3NN MOXXE [la CE pa3/jiMKyBaaTt BO HMBO Ha TonepaHqua

Usage (pictures)

KapabuHoT Ha nojacoT e

Mpea fa ja ussaante  OTBOpeTe ro KapabuHOT

npUKayeH Ha NPCTeHoT Tpeba na 6uae anarkara o4 PeMEHOT, Ha PEMEHOT M
Ha anatoT. MpcTeHUTe  3alITUTEH O4 OTBOpare  OABPTETE o MPCTEHOT  OTCTpaHeTe ro anaroT ,
Ha anaTtoT ce JAOBOMIHO  CO MOMOLU Ha NPCTEH 3a 3a 3aKyJyyBare Ha KOj € MPULBPCTEH Ha
ronemu 3a aa npugarar 3aKnyJyBaHse. KapaOWHOT Ha PEMEHOT.  peMeHOT. AnaToT cera e
2 KapabuHK. noZroTeeH 3a ynotpeoa.

o

TouHO NpuuBpPCTYBaHE KopucTejku ro
Ha anaTtoT Ha PEMEHOT. OTCTpaHyBauoT Ha
BpareTte ja anatkata Bo  npuknyyot (uneH 1111)
PEMEHOT CreAejku rv NPUTUCHETE ja
yekopuTe Bo obpaTeH UrrinMyKarta Bo Aynkara
peaocnea. AoJeKa ro saauTe

MPUKNYYOKOT 04
KBaApaTHWOT MOTOH W
noToa BKIYYeTO ro
MPUKNYYOKOT MK

AOLATOKOT.
Safety tips
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e Always change tools in secure areas where e Don't use tools without attaching them to your
there is no risk of falling tools. work belt when working at height.
e Always use tools with Unior carabiners and e Don't use and fix damaged tools.

never use carabiners with a diameter less than



emm. e Don't exceed maximum weight of 2.3kg for
individual tools that a worker can attach to their

e Tools being used at height should regularly be belt

checked for damage and that there is no
damage to lanyards, carabiners, attachment
rings or belts.

Safety (pictures)
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Frequently asked questions

Can we use a tool for working at height as a normal tool?
A tool for working at height has the same usability as a normal tool, except that a non-removable
riveted metal buckle is added to this tool.

Does the stated weight per tool for safe work at height also include the weight of the metal
ring?
The weight of the tool marked on the tool, included also weight of metal ring



